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Mfg. of Brass Rods & Copper Alloys Products

Free Cutting Brass

Forging Brass

Naval Brass

Leaded Brass

SIZE RANGE

EQUIVALENT SPECIFICATION 

Low Leaded Brass

High tensile Brass

Bismuth Bronze

Copper & Copper Alloys

PRODUCT

C37000

CHEMICAL SPECIFICATION 

Rods & Bars
Hollow
Sections & Profiles
Ingots
Billets

Dia. 8.00 mm to 101.00 mm

OTHER ALLOYS 

www.jalarammetalalloys.com

C37000 alloy provides a viable alternative to those manufacturers who are 
manufacturing products and components that require compliance with the recently 
approved “Reduction of Lead in Drinking Water Act.” With this in mind, C37000 alloy 
provides a low Lead alloy that aids in the compliance to this legislation, while 
maintaining machinability ratings and forging performance near that of 
conventional free cutting and forging alloys. Since no contaminating additives like 
Bismuth or Silicon are used in the production of this alloy, C37000 is completely 
recyclable with conventional Brass alloys still widely being used for non-potable 
plumbing and industrial applications. As a result, there is no need to segregate 
scrap, no incurred downtime for machine clean-outs & higher production efficiency 
and through-put.

59 - 62 0.8 - 1.5 0.15 Rem 0.4

Cu Pb Fe Zn Imp.

Lead Free Brass

Silicon Brass

Eco Brass

DZR Brass

Grade: 37000
Standard: ASTM B124

DESCRIPTION: 

Screw machine parts and components requiring lower lead content •  Forged parts 
and components for LEAD FREE applications and products.

TYPICAL APPLICATIONS:

Plot No. 5, Survey No. 202, 
Near G.I.D.C. Phase-3 (Kansumra), 
Jamnagar-361006, Gujarat, INDIA
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